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or Best for Your Economy and
Application Requirements
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VDF Unit Dimensions (unit: mm)

VDF

C-JAGUAR

C-CAT-P Dimensions (unit:mm)

MocE| f ° o [ Model L W H | Weightke)
gtggl’x ;; ‘ = = [ coaTmao 410 | 480 [ 1800 [ 60
o - e = C-CAT M50 445 | 460 | 1840 65

s 2 2 C-CAT M70 445 | 460 | 1340 65
Lo S | e LI & | ccatmioo | 445 | 4%0 | 1385 70 |
CL-100LW 430 | 75 | 163 | 120 | 120 | Rel ‘ —
CL-200LW 596 | 105 | 227 | 170 | 170 |Rel'l/2 | C-JAGUAR Dimensions (unit:mm)
CL300LW_ | 716 | 125 | 261 | 200 | 200 |Rcl-1/2]|F 6 | YR T W [ A [vesika
: : . CJAGUAR-BOLW | 500 | 750 | 1446 80
VDF Legged Dimensions (unit: mm) CJAGUARBOLW | 600 | 750 | 1470 85
[ Model K L £ ) Weight(ke)| CJAGUAR70LW | 600 | 750 | 1470 85
GL-30LWT 133 396 60 192 53 CJACUAR-100IW | 500 | 785 | 1500 90
CL-50LWT 154 480 80 125 75
“CL-70LWT 154 480 80 125 | 75 NAX-CS Dimensions (unit:mm)
CL-100LWT 198 558 100 168 13 Model L w H | Weightks)
CL-200LWT 280 827 150 230 24 NAX-CS-30LW | 480 | 875 | 1220 100
CL-300LWT 330 961 180 280 31 NAX-CS-50LW | 440 | 890 | 1256 105
NAX-CS70LW | 440 | 890 | 1265 106
Sludge Pod Dimensions (unit: mm) | NAX-CS-100LW | 420 | 920 | 1280 1o |
Model R B T U [ Weight(ke)
SPD-100LW O e R1 RI-1/4 2
SPD-3001 W 273 160 1172 Rl-1/2 | 38
SPD-100J 163 130 Ac] Rel-1/4 | 06 |

*SPD-100J Case:Transparent polycarbonate Cap:ABS resin

NAX-CS
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Specifications
C-CAT-P C-SEL-P

C-CAT-P Maodel C-SEL-P Model Filtration Capacity (50/60Hz) Power Input (50/60Hz)
| C-CAT M30 C-CAT M30K BOSS AC200/200-220V
C-CAT M50 C-CAT M50K 55/65 AC200/200-220V
C-CAT M70 C-CAT M70K 68/80 AC200/200-220V
C-CAT M100 C-CAT M100K 85/100 AC200/200-220V
% Options: 1. Sludge tank for manual scraping 2. Supernatant suction unit
C-CAT-N C-SEL-N
C-CAT-N Model C-SEL-N Model
C-CAT M30ON C-CAT M3OKN
C-CAT M50N C-CAT M5SOKN XZiItraticch.n capa;ity, power input E;ns current will differ
epending on the pump arrange user.
Eife il N BLAN IR+ | PuFr)np povgver switc?w bo?( and pgipingyare not included.
C-CAT M100N C-CAT M10O0KN
¥%Option: 1. Sludge tank for manual scraping
C-JAGUAR
8 % JLIRE (50/60HZ) ANIERE (50/60HZ)
C-JAGUAR-30LW 30/35 AC200/200-220V
C-JAGUAR-50LW 55/65 AC200/200-220V
C-JAGUAR-70LW 68/80 | AC200/200-220V - R |
C-JAGUAR-100LW 85/100 ‘ AC200/200-220V
NAX-CS
Model Filtration Capacity (EO/SOI-Q Power Input (50/60Hz) Air pressure (Mpa)
NAX-CS-30LW 30/35 AC200/200-220V
NAX-CS-50LW 55/65 AC200/200-220V 04
NAX-CS-70LW 68/80 AC200/200-220V
NAX-CS-100LW 85/100 AC200/200-220V

¥Options: 1. Installation stand 2. Chip collection bucket

@ Please consult us if you have specific power reguirements.
@® As the pump for C-CAT-N (C-SEL-N) should be arranged by user, it is the responsibility of user to confirm filtration
capacity and current. Also note that pump ON/OFF switch is not included.

Stand for NAX-CS . ;
Manual suction unit

Information contained in this catalog is as of October 2006.
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